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 Ref: IEQc2
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IEQc2 – Enhanced IAQ Strategies
Date:      
Facility Name:         Building No.:         Location:       
Inspector Name:      
Scope      
Requirements:  Use permanent entry way systems (grilles, grates, mats) at least 10 ft long (to capture dirt and particulates) at all public entry points.  Develop strategies to maintain the entryways as well as exterior areas leading up to the entry. Maintenance must be performed at least once per week.
Compliance Tips:

· Use the format on the following pages as a standard operating procedure for identifying and maintaining entryways.

· Design walking surfaces in front of entries to drain away from the building.

· Install low maintenance vegetation that does not shed flowers or leaves that can be tracked into the building.

· Select plants based upon an integrated pest management approach to minimize pesticide use that may get tracked into the building.
	Facility Information

	Business Name:     
Building ID:     
Responsibility:

     
Department:     
SOP No.:     
Effective Date:     
Revision Date:     
Instructions

Entry Locations:  M – Main    N S E W NW NE SW SE – Use directional letter to identify all entries.

Scope: This is a Standard Operating Procedure for maintaining entry ways. It includes identifying each entry, the type and quantity of matting used, procedures for maintaining entries just outside the building and matting inside the building.

Reference: LEED O+M, Indoor Environmental Quality Credit 2.

For each entryway identifies in the table below, identify the entryway location, and the linear feet of entryway matting at each location.
Entry Way

Location

Scraper

Scraper/Wipe

Wiper

Comments

     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
Recommendations: For main and other heavily used entries, minimum 4 ft of scraper, 4ft of scraper-wiper, and 4 ft of wiper matting recommended.

Maintenance Procedures-Matting:

     
Routine Maintenance:

     
Interim Maintenance:

     
Restorative Maintenance:

     
Maintenance Procedures-Outside Entry:

     
Safety Precautions:
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